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FIRE ALARM PANEL
MODEL IFP-02
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 SPECIFICATIONS
	MODEL
	 IFP-02

	TYPE 
	CONVENTIONAL MICRO CONTROLLER BASED FIRE PANEL

	OPERATING SUPPLY
	230V AC, 50HZ ± 10%

	STANDBY POWER
	24V DC

	OPERATING TEMPERATURE
	0°C TO 49°C ± 2°C

	OPERATING HUMIDITY
	95% ( NON - CONDENSING )

	NO. OF ZONES
	2 ZONE PANEL

	COLOR
	BLACK WITH SIEMENS GREY [STRUCTURE FINISH]
DUAL COLOR

	DIMENSIONS
	 350W × 263H × 103D in MM

	WEIGHT
	5Kg ( Approximate )


[image: Image]
JORDAN SAFETY SYSTEMS. AN ISO 9001:2000 CERTIFIED COMPANY.

image1.jpeg
INSYIN®

Peace of Mird... Rownd the Clock





image2.jpeg
SYSTEM STATUS

LARM PANE

)

=
|conormon)

FIRE

OFEN 9 6

SHORT ® || @ .
LISOLATE @ || @
I
SOUNDER o

LOOP FAULT ©

IFP - 02

INSTRUCTION
INCASE oF FIRE
Ccrrespondmg Zona LED
and Soundear wil activata,

SILENCE

Press SILENGE tg sile:
internal buzzer and so
RESET

Press RESET tg reset the panel
and detectors | sensars.

LAMP TEST
Press LAMP TEST to test all LEDs,
ISOLATE

Press SILENCE to 3 secand, the system to
enter the isolation mode Prass ISQLATE to
isolate the corresponding zone

EVACUATE
Press EVACUATE to activate sounder.

SYSTEM OFF .
System off through internal panel switch
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